Tommy Emmanuel TOUR 2007

Technical Requirements

· STAGE: 3 high quality ACTIVE DI  boxes (for Tommy alone – with additional musician add two more) 

· 1 microphone- (SHURE SM58 or equivalent ) and BOOM stand center stage (add one more mic, SHURE SM 58 or equiv & stand for additional musician).

· Clean A/C power on stage left to center stage 

· Adjustable, STURDY Piano Stool & 1 BAR STOOL OR TABLE AT 36INCHES MINIMUM HEIGHT

· 2 x Monitor boxes- JBL, EAW, COMMUNITY  or equivalent – horn loaded with 12” speakers. Minimum 500 watts Quality Power for monitors-SEPARATE Monitor Mix from FOH mix with separate Hi-quality Graphic EQ (monitors may be controlled from FOH position)

· FRONT OF HOUSE The equivalent to PA –EAW 750 or 850 and minimum 1000 watts per side power or MACKIE SR1530 Powered Towers.(3way tri-amped WITH SUBWOOFER preferable) - (NOTE- a PA system capable of handling a 3-piece Rock band with drummer and bass player, as Tommy’s unique style requires the SYSTEM to reproduce the entire spectrum of sound from Bass and BassDrum to high acoustic guitar harmonics plus vocals, and reproduce it cleanly and clearly without distortion to all seats in the venue)

· The equivalent to 2 x Bose 802s per side and 2 x Bose 302’s with MINIMUM 2000 watts of power PER SIDE. 

· Minimum 12 Channel Front of House High Quality mixer with at least 3 Aux Sends (2 to STAGE and at least 1 for REVERB) and 48v PHANTOM POWER to STAGE available

· HI QUALITY Stereo Reverb unit (YAMAHA, LEXICON OR Hi-End Alesis MIDIVERB 4 in front of house PA, patched back into separate channel strips on FOH mixer (not Aux Returns!)

· FRONT OF HOUSE MIX POSITION SHOULD BE HOUSE CENTER, EASILY ACCESSIBLE,  NO MORE THAN 50-75 FEET FROM STAGE, AND NOT UNDER BALCONY OR OVERHANG. LIGHTING CONTROLS SHOULD BE LOCATED SAME POSITION, OR “CLEAR-COM” OR RELIABLE RADIO CONTACT FROM FOH POSITION TO LIGHTING OPERATOR AND SPOTLIGHT OPERATOR(S)

INPUT LIST

1- TOMMY VOCAL-

2- TOMMY-DIRECT  DI #1- FROM AMP

3- TOMMY DIRECT DI #2 FROM GUITAR

4- SECOND VOCAL MIC-

5- REVERB RETURN LEFT

6- REVERB RETURN RIGHT

7- 2ND REVERB RETURN LEFT

8- 2ND REVERB RETURN RIGHT

9- IPOD LEFT

10- IPOD RIGHT

11- CDPLAYER LEFT

12- CDPLAYER RIGHT

13- CO-BILL OR OPENING ACT CHANNELING BEGINS HERE

MONITORS

2 WEDGES CENTER STAGE POSITION

MIX #1 , INPUTS 1,2 ,3 4

1 WEDGE CENTER STAGE RIGHT

MIX #2 INPUTS 1,2,3,4 

TOMMY EMMANUEL STAGE PLOT
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SET CENTER STAGE, AS CLOSE TO FRONT LIP OF STAGE AS LIGHTING AND SOUND CONSIDERATIONS WILL PERMIT
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